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CHANGES AND ADDITIONS 
TO BULLETIN NO, 1079B (ISSUE 2) 
DXDL, DXD5 «ND DXD200 (BELL SYSTEM 1A) 
AND 


‘TO BULLETIN NO. 1095B (ISSUE 1) 
ED36 (BELL SYSTEM UF, 146, LM, 14P, 14AT and U,aif) 
PaRTS — TRANSIOTTER DISTRIBUTOR 


New style test message distributor code disks having interchanorable 
segnents for the station code letters, now replace all old style one piece 
code disks. When an old style disk is ordered by the sart number stamped 
on the disk a new style disk with the proper segment installed will be 
furnished. A complete set of code disks with the interchangeable segnent 
feature for conversion in the field can be ordered as a set of parts. New 
and old style parts are interchangeable. 
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New Style 126788 126790 87406 
Assembly (Blank) 
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Code | Code Code Code 


87397 | 87406 
erg 

105173 
B7Kz2 


87153 
103799 
96479 
871,23 
87 b2h, 


* When ordering code disk #5 to be used on ED38 it is necessary 
to use a cover plate with a cut out portion as illustrated on page 2 of 
this correction sheet. 
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26814 


125815, 

90791 
e627 
26813 


- 
( SISEE ) 


freer 
\26787 
26768 
COVER , HUB 
lee7e9 
ScREW 
WASHER , Lock’ 
NUT lz6790 
SPRING 


PS PP & 


DISK | ASSEM.), CODE ~ #1 
INCLUDES 126801 DIS 
AND PARTS MARKED 


DISK ( ASSEM.),covE - #2 
INCLUDES 126862 DIS 
AND PARTS. MARKED 


DISK | ASSEM.), cODE- #3 
INeLUpeSreeads o's 
BNO PARTS” MARKED 
Disk ( ASEM. ),cooE ~ #4 
INcLubes 126804 is) 
AND PARTS. MARKED @® 
DISK (ASSEM.), CODE = "5 
INCLUDES 126605 DISK 
AND PARTS MARKED @) 


126812 TOOL, 
EXTRACTING 


INTERCHANGEABLE SEGMENTS 


1680s = * 126807 % 126808 
126809, 126810 r6en 


* REVERSIBLE IN POSITION 


115836 SET OF PARTS TO EQUIP A 5 UNIT DXD OR ED38, 


WITH INTERCHANGEABLE SEGMENT CODE DISKS 


